Ministerstvo dopravy Ceské republiky

Ministry of Transport of the Czech Republic
Nabrezi L.Svobody 12, 110 15 Praha 1, Czech Republic

Homologace €.
Approval No.:

3.4

OSVEDCENI o:

UDELENi HOMOLOGACE
ROZSIRENI-HOMOLOGACE
OREJMUTIHOMOLOGACE
UKONCENIVYROBY

COMMUNICATION concerning:

APPROVAL GRANTED
APPROVAL EXTENDED
APPROVAL WITHDRAWN

PRODUGCTION DEFINITELY DISCONTINUED

typu elektrické / elektronické montazni podskupiny
z hlediska elektromagnetické kompatibility podle Pfedpisu €. 10.

of a type of electrical / electronic sub-assembly
with regard to electromagnetic compatibility, pursuant to Regulation No. 10.

10 R - 03 4945

Znatka (obchodni ndzev vyrobee):
Make (trade name of manufacturer):

Typ a cbchodni oznadeni!
Type and general commercial description:

Varianty:
Variants:

Zpusob znaéeni typu, je-li uvedeno na vezidie4
dilu fsamostatnémitechnickém-celky:

Means of type identification, if marked on the
vehicle/ component Lseparate-technical-unil.

Umisténi oznaceni:
Location of that marking:

Kategorie vozidia:
Category of vehicle:

Nazev a adresa vyrobce:
Manufacturer's name and address:

Pro dily a samostat. iechnické celky, umisténi
a zpuscb pfipevnéni homologacni znacky EHK:
in the case of components and separate
technical units, location and method

of affixing of the ECE approval mark:

Rozsifeni ¢.. =
Extension No.: N/A

AC Spoélka Akcyjna

STAG-TAP-01

Korektor predstihu
Timing Advance Processor

NI/A

Pismeny a cislicemi
Letters and digits

Na stitku vyrobce
On the manufacturer’s label

N/A

AC Spotka Akcyjna

ul. 27 Lipca 64 ;
15-182 Bialystok . L
Peland (

Na horni strané skfifky jednotky,
vedle $titku vyrobce

On the top side of the processor box,
next to the manufacturer's label



10.

11.

12.

13.

14.

15.

16.

17.

Nazev a adresa montazniho zavodu:
Mame and address of assembly plant:

Pripadné dopliujici informace:

Additional information (where applicable):

Homologacni zkusebna:
Technical service responsible
for carrying out the tests:

Datum zkugebniho protokolu:
Date of test report:

Cislo zkusebniho protokolu:
Number of test report:

Piipadné poznamky:
Remarks (if any):

Misto:

Place: Praha

Dalm: 42 June 2008

Podpis:
Signature:

AC Spotka Akcyjna
ul. 27 Lipca 64
15-182 Bialystok
Poland

Viz dodatek (str. 3)
See appendix (page 3)

E8/C: TUV SUD Auto CZ s.r.o.
Novodvorska 994/138

142 21 Praha 4

Czech Republic

29 April 2008

260057 - 08 - TAC

Viz dodatek {str. 3)
See appendix (page 3)
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Homologaéni dokumentace je ulozena u homologacniho organu a Ize ji obdrzet na vyzadani.
The information package lodged with the approval authority may be obtained on request.

Duvody razsireni;
Reasons for extension:

E810R - 03 4945

NIA

3 pages / page 2



Dodatek k osvédéeni €. EB 10 R - 03 4945
o typové homologaci elektrické / elektronické montaZni podskupiny
podle Predpisu €. 10.

Appendix to the type-approval communication form No. E8 10 R — 03 4945
concerning the type-approval of a electrical / electronic sub-assembly
under Regulation No. 10

11

1.2

1.21

13

1.31

1.4

1.5

Doplaujici informace:
Additional information:

Jmenovité napéti
elektrického systému:
Electrical system rated voltage:

Tato EMP mize byt pouzita na libovolném
typu vezidla s nasledujicim omezenim:
This ESA can be used on any vehicle type
with following restrictions:

Pfipadné podminky instalace:
Installation condition, if any.

Tate EMP miZe byt pouzita

na nasledujicich typech vozidel:
This ESA can be used cnly

on following vehicle types

Pfipadné podminky instalace:
Installation condition, if any:

Pouzita zkusebni metodika a kmitoétové
rozsahy pro stanoveni odolnosti:

The specific test method used

and the frequency ranges covered

to determine immunity were.

Laborator akreditovana podle ISO 17025
a uznana spravnim organem

jako zodpovédna za provadéni zkousek:
Laboratory accredited to ISO 17025

and recognized by the Approval Authority
responsibie for carrying out the tests:

Poznamky:
Remarks:

E8 10 R =03 4845

12v DC
ukostren kiaday zaporny pol
pesitive/ negative ground

viz 1.1 vySe

a dokumentace vyrobce

see 1.1 above

and manufacturer's information folder

NIA

viz 1.1 vyde

a dokumentace vyrobce

see 1.1 above

and manufacturer's information folder

NIA

Zkouska odolnosti podle odstavce 6.7 pfedpisu
- zkouska proudovou injektazi (BCI), frekvenéni
rozsah 20 - 1000MHz, a ozafenim ve volném
poli, frekvenéni rozsah 1 - 2GHz.

Immunity test — bulk current injection test (ECI)
according to paragraph 8.7 of the Regulation in
frequency range 20 — 1000MHz, and by exposure
in free field in frequency range 1 — 2GHz.

EsiC: TUV SUD Auto CZ s.r.o.
Novodvorska 994/138

142 21 Praha 4

Czech Republic

NIA

3 pages /page 3



